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Boiler is attached to a wooden pallet, wrapped in paperboard, double fixed by an adhesive tape.

ATTACK
DP

BOILER



TECHNICAL PARAMETERS

dimensions

B
C

152 G 1/2"

83

80 225

Parameter DP25 DP35 DP45 DP75

Nominal output (Standard version) kW 16-25 22-35 29-45 48-75

Heating surface m2 2,30 2,70 3,10 5,20

Feed hopper capacity 105 145 185 350dm3

Dimension of feeding opening 235x445 235x445 235x445 294x544mm

Specified chimney draft 25 25 25 25Pa

Max. working water overpressure 250 250 250 250kPa

Boiler weight 350 390 420 650kg
Diameter of flue connection 152 152 152 219mm

Boiler height "A" 1100 1100 1100 1350mm

Boiler width "B" 600 600 600 750mm

Boiler depth "C" 1150 1250 1350 1600mm

Electrical input 45 45 55 55W

Boiler efficiency 86 86 86 86%

Temp. of flue gas in nominal output 220 220 220 220°C

Flow of flue gas in nominal output 0,015 0,018 0,021 0,045kg/s

Maximum noise level 65 65 65 65dB
Average fuel consumption 7,5 10,5 13,5 22,5kgh-1

Max. length of logs 550 650 750 1000mm

Water volume in boiler 65 78 92 160l
Min. volume of equalisation basin 500 625 750 1500l

Voltage 230/50 V/Hz

Consumption for season 1kW = 1m3

Output range (Profi version) kW 10-25 14-35 18-45 30-75

Range of temperature of heating water 65-90 °C

Range of room temperature (Profi version) 10-27 °C
Current carrying capacity of boiler regulator contacts (PROFI version) 1,5A/230V

C.H. flow connection G6/4" G6/4" G2" G2"" mm
C.H. return connection G6/4" G6/4" G2" G2"mm

Authorized dealer:

Boiler class 3




